
STOP

3x THE WIDEST DIMENSION

OF THE ROOT BALL

3X THE WIDEST

DIMENSION OF THE

ROOT BALL

FINISH GRADE

6" MIN. CLEARANCE

PLANTING SOIL MIX, AS SPECIFIED.

ANCHOR STAKING IS OPTIONAL.  UTILIZE FLAT,

GROMMETED STRAPS THAT LIE FLAT AGAINST

THE TRUNK.  TIE STRAPS BACK TO (3) WOOD

OR METAL POSTS.  PLACE CAPS ON METAL

POSTS FOR SAFETY.  PLACE POSTS AT LEAST 3

INCHES FROM THE OUTSIDE EDGE OF THE

ROOTBALL.

FINISH

GRADE

* PLANT ALL TREES TO HAVE THE SAME

RELATIONSHIP TO FINISH GRADE AS

ORIGINALLY GROWN IN THE NURSERY.

PRUNE AS SPECIFIED TO RETAIN NATURAL

FORM

3" CHIPPED WOOD; LOCAL ORGIN OF CHIPS,

HEALTHY TREES ONLY, 3'-0" DIA. IN LAWN

AREAS, TYPICAL

PROVIDE 6" MIN. CLEARANCE BETWEEN BALL

AND PIT WALLS; ALL PIT WALLS SHALL BE

FRACTURED AND UNGLAZED

REMOVE BURLAP FROM TOP THIRD OF

ROOTBALL; CUT WIRE BASKET IN FOUR

PLACES AND FOLD DOWN 8"

PLANTING SOIL MIX, AS SPECIFIED

REMOVE BURLAP FROM TOP THIRD OF

ROOTBALL, CUT WIRE BASKET IN FOUR PLACES

AND FOLD DOWN 8 INCHES

PROVIDE 6" MIN. CLEARANCE BETWEEN BALL &

PIT WALLS.  ALL WALLS SHALL BE FRACTURED &

UNGLAZED

TREE GUARD  LARGE SIZE, AS SPECIFIED

KRAFT PAPER TREE WRAP, REMOVE AT THE

END OF THE WARRANTY PERIOD.

PRUNE AS SPECIFIED TO RETAIN NATURAL

FORM

ANCHOR STAKING IS OPTIONAL.  UTILIZE FLAT,

GROMMETED STRAPS THAT LIE FLAT AGAINST

THE TRUNK.  TIE STRAPS BACK TO WOOD OR

METAL POSTS.  PLACE CAPS ON METAL POSTS

FOR SAFETY.  PLACE POSTS AT LEAST 3 INCHES

FROM THE OUTSIDE EDGE OF THE ROOTBALL.

* PLANT ALL TREES TO HAVE THE SAME

RELATIONSHIP TO FINISH GRADE AS

ORIGINALLY GROWN IN THE NURSERY.

3" CHIPPED WOOD; LOCAL ORIGIN OF CHIPS;

HEALTHY TREES ONLY, 3'-0" DIA. IN LAWN

AREAS, TYPICAL

NOTE:

PROVIDE 2 AGRI-FORM TABLETS

PER SHRUB

PRUNE AS SPECIFIED, TO RETAIN

NATURAL PLANT FORM.

WEED BARRIER FABRIC

PLANTING MIX, AS SPECIFIED.

PLANTING DEPTH TO MATCH FINISH

GRADE.

TOPSOIL

REMOVE CONTAINER BEFORE

PLANTING.  TAKE CARE TO NOT

DISTURB ROOTBALL.  BOTTOM

AND SIDES OF PIT WALL SHALL BE

FRACTURED AND UNGLAZED.

TYPE OF MULCH AND DEPTH AS

SPECIFIED.  PULL MULCH 2" AWAY

FROM TRUNK.

PLANTING SOIL MIX, AS SPECIFIED

REMOVE BURLAP FROM TOP THIRD OF

ROOTBALL, CUT WIRE BASKET IN FOUR PLACES

AND FOLD DOWN 8 INCHES

PROVIDE 6" MIN. CLEARANCE BETWEEN BALL &

PIT WALLS.  ALL WALLS SHALL BE FRACTURED &

UNGLAZED

TREE GUARD  LARGE SIZE, AS SPECIFIED

KRAFT PAPER TREE WRAP, REMOVE AT THE

END OF THE WARRANTY PERIOD.

PRUNE AS SPECIFIED TO RETAIN NATURAL

FORM

* STAKING IS MANDATORY.  UTILIZE FLAT,

GROMMETED STRAPS THAT LIE FLAT AGAINST

THE TRUNK.  TIE STRAPS BACK TO WOOD OR

METAL POSTS.  PLACE CAPS ON METAL POSTS

FOR SAFETY.  PLACE POSTS AT LEAST 3 INCHES

FROM THE OUTSIDE EDGE OF THE ROOTBALL.

SUBMIT A SHOP DRAWING OF STAKING

PROCEDURE FOR APPROVAL BY THE OWNER'S

REPRESENTATIVE.

* PLANT ALL TREES TO HAVE THE SAME

RELATIONSHIP TO FINISH GRADE AS

ORIGINALLY GROWN IN THE NURSERY.

3" CHIPPED WOOD; LOCAL ORIGIN OF CHIPS;

HEALTHY TREES ONLY, 3'-0" DIA. IN LAWN

AREAS, TYPICAL

LINE OF SLOPE

 UP TO 3:1

MAXIMUM 2:1 SLOPE

MAXIMUM 2:1 SLOPE

NOT TO SCALE

EVERGREEN TREE

B1

L-501

NOT TO SCALE

DECIDUOUS TREE

B2

L-501

NOT TO SCALE

SHRUB

B5

L-501

NOT TO SCALE

TREE PLANTING ON SLOPE

B7

L-501

SMOOTH-TROWEL FINISH TOP SURFACE, ENSURING

POSITIVE DRAINAGE

1'-0" LENGTH OF #6 REBAR, FIRMLY SECURED TO

MONUMENT MARKER; SET INTO CONC. MONUMENT

BASE

ISOMETRIC VIEW
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E
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E

T

N
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A

E

N
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3 1/4" DIA. FORGED ALUMINUM

DOMED-TOP MONUMENT

MARKER W/ PLASTIC

INSULATOR W/ HEX SOCKET

TO RECEIVE REBAR

FIELD-INCISED HAIRS ON CAP;

CROSS-HAIRS SHALL BE

PARALLEL & PERPENDICULAR

TO THE GRAVESITE GRIDLINES

& PRECISE TO ±0.005'

O

R I
D

M

U

N

T

E

S

I

E

G

V

M

REQUIRED TEXT

ENGRAVED ON CAP,

TYP.

T

PLAN

SECTION

DOMED TOP

PLASTIC INSERT

INTEGRAL MAGNET

COMPACTED APPROVED FILL OR NATIVE EARTH

NOTE:

1. ALL LAWNS & IRRIGATION LINES

WITHIN THE BURIAL SECTIONS SHALL

BE INSTALLED AND ACCEPTED PRIOR

TO MONUMENT-BASE PLACEMENT;

ALL LAWNS & IRRIGATION LINES

DAMAGED DURING INSTALLATION

SHALL BE REPAIRED AT

CONTRACTOR'S EXPENSE.

2. AT THE CONTRACTOR'S  OPTION,

MONUMENT MARKERS MAY BE

PROVIDED AS PRECAST UNITS.

PROVIDE SHOP DRAWINGS AND

METHOD OF INSTALLATION FOR

CONTRACTING OFFICER'S TECHNICAL

REPRESENTATIVE (COTR) APPROVAL.

8" DIA.

MONUMENT MARKER

(PROTECT VISIBLE SURFACES DURING PLACEMENT

INTO CONCRETE)

3 1/4"

GAP AROUND PVC PIPE & SURROUNDING EARTH SHALL

BE FILLED W/CONCRETE TO WITHIN 4" OF FINISH

GRADE

1'-6"

8" PVC PIPE FILLED W/3,500 PSI CONCRETE @ 28

DAYS

WITH

GRADE

FINISH

SET FLUSH

CROSS HAIRS MUST FALL WITHIN 3/4" OF

THE CENTER OF THE MARKER OR THE

ENTIRE MONUMENT MUST BE MOVED

PLAN

MONUMENT MARKER

CONCRETE BASE

1" MIN

EDGE OF MONUMENT MARKER SHALL BE NO

CLOSER THAN 1" TO OUTSIDE EDGE OF CONCRETE

3 1/4"

1 1/2"

NOT TO SCALE

GRAVESITE GRID MONUMENT

E2

L-501

NOT TO SCALE

MONUMENT MARKER

F1

L-501

NOTES:

1. HONE SMOOTH THE INSCRIPTION FACE, ALL OTHER

SURFACED ARE SAW-CUT FINISH.

2. ROUND AT A 3/8" RADIUS ALL CORNERS AND EDGES,

INCLUDING 2" BELOW GROUND LEVEL.

3. LOCATE SECTION MARKERS AT LOCATION SHOWN ON

PLANS, PARALLEL & PERPENDICULAR TO HEADSTONE

DIRECTION.

1

3

S

E

C

9"

1'-3"

6"

6"

GROUND LEVEL

6" AGGREGATE BASE COMPACTED TO

95% RELATIVE DENSITY.

GRANITE SECTION MARKER

INSCRIBED LETTERING

NOT TO SCALE

TYPICAL SECTION MARKER

E5

L-501

C

L

3X THE WIDEST

DIMENSION OF THE

ROOT BALL

3X THE WIDEST

DIMENSION OF THE

ROOT BALL

9
"

6"

2" 4"

2
"

7
"

1
'
-
3
"

2" COVER, TYP.

6
"

6" 6"
6"

1'-6"

2
'

AGGREGATE BASE, COMPACTED

TOP 95% RELATIVE DENSITY

F.G.F.G.

GRANITE SECTION MARKER

SECTIONISOMETRIC

NOTES:

1. "SEC" SHALL BE ENGRAVED LETTERS; 1-1/2" HEIGHT,

3/15" DEPTH, 3/16" STEMS AND BARS.

2. SECTION ID NUMBER TEXT SHALL BE AS SHOWN ON

PLAN, APPROVED BY THE VA AND BE ENGRAVED 2"

HEIGHT, 3/16" DEPTH, 3/8" STEMS AND BARS.

3. PAINT INSCRIBED LETTERING WITH THREE COATS OF

BLACK, STONE PAINT AND ONE COAT OF STONE PAINT

SEALER.

1

3

S

E

C

GROUND LEVEL

NOT TO SCALE

SECTION MARKER LETTERING

F5

L-501

8

"

2

1

4

"

6

1

2

"

2

"

1

1

2

"

NOT TO SCALE

STOP SIGN

F2

L-501

NOTES:

1. PANEL IS NATIONAL CEMETERY

ADMINISTRATION SIGN NC-03.01A-m1.

2. SURFACE APPLIED LETTERS, NUMBERS AND

GRAPHICS SHALL BE OF A PUBLISHED QUALITY

AND QUALITY EQUAL TO "ENGINEERING GRADE

3M SCOTCHLITE VINYL."

3. FONT STYLE: HELVETICA BOLD CONDENSED

4. FONT COLOR: WHITE

5. FONT SIZE: 4"

5. PANEL COLOR: "WELLS FARGO BLACK"

(MP26309)

6. REGULATORY COLORS: "WHITE" (MP32071) &

"OSHA RED" (MP55153).

1
'
-
6
"

1'-6"

3
"
 
E

Q
.

3" EQ.

4
"

4
"

4
"

9"

5

1

8

"

ELEVATION VIEW

PLAN VIEW

1'-6" 2"2"

1'-10"

2
"

L502

C1

7

8

"

1 4

"

OSHA RED

WHITE

X

X

X

NOTE:

X = PLANT SPACING.  REFER TO PLANT

SCHEDULE FOR SPACING REQUIREMENTS.

NOT TO SCALE

GROUND COVER SPACING

E1

L-501

SALISBURY NATIONAL CEMETERY

SALISBURY, NC

876CM3021

SALISBURY NATIONAL CEMETERY

GRAVESITE EXPANSION

N/A

517 7th street
rapid city sd  57701

p 605.342.9470
f 605.342.2377

www.4front.biz
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110 12th St. North

Birmingham, AL  35203

p (205) 942-1289

f (205) 443-5302

Consulting Engineers and Scientists

phone:605.343.9606 fax:605.341.7395

3202 West Main

Suite C

Rapid City, South Dakota  57702

Albertson Engineering Inc.

JR GL

LANDSCAPE ARCHITECTURE/PLANNING/CIVIL ENGINEERING

404 NORTH 31ST STREET, SUITE 405
BILLINGS, MONTANA  59101

(406) 294-9499 - (406) 294-9670 FAX
WWW.PEAKSTOPLAINS.COM

63
48

PLANTING & SIGNAGE DETAILS

L-501


